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This product is CEC and EISA compliant.

The information given in this document is carefully checked and believed to be reliable. However, Distec takes no
response for any failure or product damage caused by the application of this information. Please check all
connections carefully with the data sheet. Distec products are not intended for use in systems in which failures of
product could result in personal injury. All mentioned trademarks are registered trademarks of their owner.

All specifications are subject to change without notification.
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DISTeC

SP-320 Series

M Features :

* Universal AC input/ Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage/Over temperature
Forced air cooling by built-in DC Fan

Built-in fan speed control
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3 years warranty

Ordering Information:

Model Order No.
SP-320-24 NT-01-018
SP-320-48 NT-01-026
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SPECIFICATION
MODEL SP-320-5 SP-320-7.5 |SP-320-12 SP-320-13.5 | SP-320-15 SP-320-24 SP-320-27 SP-320-48
DC VOLTAGE 5V 7.5V 12v 13.5V 15V 24V 2TV 48V
RATED GURRENT 55A 40A 25A 22A 20A 13A 11.7A 6.7A
CURRENT RANGE 0~55A 0 ~40A 0~25A 0~22A 0~20A 0~13A 0~11.7A 0~6.7A
RATED POWER 275W 300W 300W 207TW 300W 312w 315.9W 321.6W
RIPPLE & NOISE {max.) Note.2| 150mVp-p 150mVp-p 150mVp-p 150mVp-p 150mVp-p 150mVp-p 200mVp-p 240mVp-p
OUTPUT | VOLTAGE ADJ. RANGE 4.5~55V 6~9V 10~13.2V 12~15V 13.5~18V 20 ~26.4V 26~ 31.5V 41~ 56V
VOLTAGE TOLERANCE Note.3 |+2.0% +2.0% +1.0% +1.0% +1.0% +1.0% +1.0% +1.0%
LINE REGULATION 10.5% 10.5% 10.3% 10.3% 10.3% 10.2% 10.2% 10.2%
LOAD REGULATION +1.0% +1.0% 10.5% 10.5% +0.5% 10.5% 10.5% +0.5%
SETUP, RISE TIME 800ms, 50ms/230VAC 2500ms, 50ms/115VAC at full load
HOLD TIME {Typ.) 16ms/230VAC 16ms/115VAC atfull load
VOLTAGE RANGE Note.5 | 88 ~ 264VAC 120~370VDC
FREQUENCY RANGE 47 ~63Hz
POWER FACTOR (Typ.} PF>0.95/230VAC PF>0.98/115VAC atfull load
INPUT EFFICIENCY (Typ.) 79% 83% 86% 86% 86% 87% 88% 89%
AG GURRENT (Typ.) SA/115VAC  2.5A/230VAC
INRUSH CURRENT (Typ.) 20A/115VAC 40A/230VAC
LEAKAGE CURRENT <1mA/240VAC
OVER LOAD 105 ~ 135% rated output power
Protection type : Hiccup mode, recovers automatically after fault condition is removed
5.75~6.75Y ‘ 9.4 ~10.9V ‘ 13.8~16.2V | 15.5~18.2V | 18~21V ‘ 27.6~324Y | 33.7~39.2V | 57.6~67.2V
PROTECTION | OVER VOLTAGE Protection type : Shut down o/p voltage, re-power on to recover
SRR PR 80°C i5lC (70°C 57 5V only) {TSW1 : Detecton heatsmlf of power transistor)
Protection type : Shut down ofp voltage, recovers automatically after temperature goes down
WORKING TEMP. -20 ~ +65°C (Refer to outputload derating curve)
WORKING HUMIDITY 20 ~90% RH non-condensing
ENVIRONMENT | STORAGE TEMP., HUMIDITY | -40 ~ +85°C, 10 ~ 95% RH
TEMP. COEFFICIENT 30.03%/°C (0~507C)
VIBRATION 10 ~500Hz, 2G 10min./1cycle, 60min. each along X, Y, Z axes
SAFETY STANDARDS UL60950-1, TUV EN60950-1Approved
WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC
SAFETY & |ISOLATION RESISTANGE I/P-O/P, 1/P-FG, O/P-FG:100M Ohms/500¥DC
EMC EMICONDUCTION & RADIATION | Compliance to EN55022 (CISPR22) Class B
(Noted) | HARMONIC CURRENT Compliance to EN61000-3-2,-3
EMS IMMUNITY Compliance to EN61000-4-2,3,4,5,6,8,11; ENV50204, EN55024, Light industry level, criteria A
MTBF 207K hrs min.  MIL-HDBK-217F (25°C)
OTHERS |DIMENSION 215*115*50mm (L*W*H)
PACKING 1.1Kg; 12pcs/14Kg/0.92CUFT
NOTE 1. All parameters NOT specially mentioned are measured at 230VAC input, rated load and 25°C of ambient temperature.
2. Ripple & noise are measured at 20MHz of bandwidth by using a 12" twisted pair-wire terminated with a 0.1uf & 47uf parallel capacitor.
3. Tolerance : includes set up tolerance, line regulation and load regulation.
4. The power supply is considered a component which will be installed into a final equipment. The final equipment must be re-confirmed that it still meets
5. [E)';/Ir(a;ti:gen?gf ze needed under low input voltages. Please check the derating curve for more details.
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B Mechanical Specification Case MNo. 912G Unit:mm
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Terminal pin number assignment:
PinMNo. | Assignment | PinNo. [ Assignment
1 AGIL 4~5 |DCOUTPUT-Y
2 AGIN 7~8 |DCOUTPUT +v
3 FG <+
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DATA DISPLAY GROUP

Our company network supportsyou worldwide with officesin Germany, Turkey, Great Britain
and the USA. For more information please contact:

()

DISTEC GmbH

Distec GmbH

Augsburger Sr. 2

82110 Germering

Germany

Phone: +49 (0)89/ 89 43 63-0
Fax: +49 (0)89/ 89 43 63-131
EMail: info@istec.de

Internet: www.distec.de

DISPLAY TECHNOLOGY

Display Technology Ltd.

A2 Soectrum Business Centre

Anthonys Way, Medway City Estate
Rochester, Kent, ME2 4ANP

United Kingdom

Phone: +44(0)1634/ 295555

Fax: +44(0)1634/ 295543

EMail: info@displaytechnology.co.uk
Internet: www.displaytechnology.co.uk

()

DATA DISPLAY TEKNOLOJI

Data Display Teknoloji Elektronik San Ve Dig TicA.S.
Kustepe Leylak Sok.

Nursanlar Is Merkezi

Kat. 6 No: 21

Ssli/ Istanbul

Turkey

Phone:  +90 (0)212/ 356 04 20

Fax: +90 (0)212/ 356 04 25

EMail:  info@datadisplay.com.tr

Internet: www.datadisplay.com.tr

Apollo
Display
Technologies

A Data Display Company

Apollo Display Technologies, Corp.
85 Remington Blvd.

Ronkonkoma, NY 11779

United States of America

Phone: +1631/580-43 60

Fax: +1 631/ 580-43 70

EMail:  info@apollodisplays.com
Internet: www.apollodisplays.com




